Shenzhen Yongliranwang Electronic CO.,LTD.
1. 27mm, 0. 40SQ Pin Header, Single Row, Straight/Right Angle

SPECIFICATIONS

Current Rating 1 1AMP

Operation Temperature:—40° C to+105° C

Contact Resistance :20mQ Max.

Insulation Besistance: 1000M 2 Min.

Withstanding Voltage : AC SO0V

Insulator Material :Polyester (UL94V-0)
Standard: Nylon—6T

Contact Material :Brass
Contact plating tAu or Sn Over 50u® Ni
B B B = B = 0 B B B B E 2.10
e L 4
£ i £ = i = 3 | i (i [y [ £ = T
‘ B 2.70
| o |
1N O O N
| NI
| By et A 1,80
w A v S g O A |
|-—-L'..2-' — PIN 0.40 S0 |
- 27 o, o o |
1 M.
R
—=] 1 _—.I___ a0, 7 i | 12
|
<3 'r B € H oK x| ‘T» 3 <P 7 :';,;;—_F
A L ! 1.80
- S '
PCB LAYOUT P
Ordering Information
1310 — 1 1 XX GO S XXX 01
| — — — y
No. of Pins Par Row | Contact Plating Connector Type Pin Length
01~ 50 S+ Tha §=Straight XXX=A+B+1. 00

G0 :Gold Flash

G2 :5u" Gold

G3 :10u" Gold

G4 :15u" Gold

G5 :30u" Gold

S0 :Gold Flash/Tin

Standard: GO
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